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orm 3160-3 SUMMIT IN 21tlPI.ICATE* Form approved.
tNovember 1983) ( instrue on Budget Bureau N•• 1004-0136a....,2,9-me, UNITED STATES g•gl ExpiresAugust31,1985

DEPARTMENT OF THE INTERIOR a .........,,,,,,,,,,,,,,,,s.,

BUPEAUOF LANDMANAGEMENT BIA 14 20 H62 3528
APPLKATION FOR PERMITTO DRILL,DEEPEN,OR PLUG BACK A IWINDIAN,anOWEIIDENISBNAMB

la TIFEOFWORK Ute Tribe

DRILL DEEPEN O PLUG BACK O ' """ ^°••"'"' "'""
b Trra or watt

°'e'io
°was

otura
|à°." Ì'o"NLOPM S FAH 08 LBasa NAME

2 NAME OF OFERATOR

Zinke & Trumbo, Ltd g , ,,.a ,

3 anommes or orsmaron Z&T Ute Tribal 11-19
1202 Cast 33rd SL., Suite 100, Tulsa, OK 74105 io r....aanoroot.o...me.

4 AtocarlLoN or wsLE. (Report location clearir and in accordance with any state requirements•)

1859'd
,CL FEL SW¾ NE , Sec. 19, TSS, R4W 11 .x,..u.o.n.a'an

-

' EWL, gEh, NW\, Sec 19, T5S, R4W Sec. 19, T5S, R4U
biB1ANCE IN MILEE AND FROM NEaxEST TOWN OR PORT Officz' 12 COUNTY 05 PAmiaN 13 BTATE

20 miles South and West of Myton, Utah Duchesne Utah
I aTA CE OM NED* 16 50 OF ALEEE IN I.EASE O No or ACEEN AS3iilNED

orsmTr ois LEAux Lthz, r 185g . 640 '°'"'" "' ' 40
(Also to utarest drig unit IIne, if anyl

13 sTAran raust litet
Imr sirLETz 100 ' surf 10 suoros.o o=cru ao moraar on ca.a.. Teor.

omarti.»ron on tua. ca ..'" 880' prod. 7000' Rotary
21 EtavaTioNs (Show whether DF, RT, CB, etc ) 2 Prkom DATE Moax w!LL aramT•

6714 GR Nov. 15, 1993
21

PNOPOSED CASING A JD CEMFNTING PROGRA41

sitt ur rior t Hila UV CAri!NG w LIGIIT t La rooT 9LT f%G DzrTIE qLANTITY or Czals4T

17 9 13 3/8 54 90 6 yds - surt
2 8 5/8 .M

,g
800

¯69Tax
- surf.

7 7/8 5 § 15.5 T D. 875 sx - T.D. - 2000'
Cmt will cover
the oil shale.

Operator requests permission to drill the subject well. Please see
the attached 10 point and 13 point surfacr use pian.

If you require additional information, please contact:

WILLIAM A. RYAN
ROCKY MOUNTAIN CONSULTING (801) 789-0968
350 South, 800 Fast Fax (801) 789-0970
Vernal, UT 84078

IN anoir siACE nestanic raorosen rraconAM If proposal 18 to drrµ<n or plu;; back give dut. on µrenant producttre sone and proposed new productise
anni If prnµuen! 18 to drill or deepin directionally give ptriinent data un uut,surface loc.stions and measured and true vertical deptias Give blowout
prit.iiter µrog,rnm if in)

WILLIAM A RYAN yme PETROT,EUM ENGTNEER vara. A/9 703-
This spect for Federal or State oltite un

'See InstructionsOn Revers, Side
litte 18 USC bration 1001, makes a a crime for an, persoi koosingly and AllItully to ma,te to any department or sgency of the
Unered States any false, fictatrous or fraudulent statements or rep--se.ntation...s to any matter within its jurasi
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ZINKE & TRUMBO LTD.

Well locatlon, Z&T UTE TRIBAL#11-19, located as

TSS R4W U.S.B.&M shown in the SW 1/4 NE 1/4 of Section 19,
* * ' T5S, R4W, U.S B.&M. Duchesne County, Utah.

Soe57'E - GL 0 (Bas/s of Peor/ngs) BASIS OF ELEVATION
SB9'57'E - 37 75 (GL 0 ) 264114' (Measured)

SPOT ELEVATIONAT THE NORTHEASTCORNEROFs. er unnt.¿st.o. SECTION 19, T5S, R4W, US B.&M TAKENFROM
THE DUCHESNESE QUADRANGLE,UTAH, DUCHESNE

/ COUNTY, 7 5 MINUTEQUAD. (TOPOGRAPHIC MAP)
PUBLISHED BY THE UNITED STATES DEPARTMENTOFLot 1 THE INTERIOR, GEOLOGICALSURVEY. SAID
ELEVA110N 15 MARKED AS BEING 6559 FEET

Z&7' UTE TR/ÐAL/11-19 2 ' 3
,

L7ev. Ungraded Ground 2205' Y
N

Lot 2

set nor*,s • to o
Stone

Lot J SC

RT1
THE IS 10 CERTIFY 1HAT THE ABO PLAT WAS PREPAAF,ÓgFROµ
OELO ft0TES OF ACRIAL SURIÆggADE OY ME UNDEA.MV
SUPERVISION ANO THAT THE SAMEARE 11tUÌ ORR£C 1 ,f

BEST OF MY KNDRE0cE ANd

y 13 S LAND SU
Lo! 4 RE '$

STA 1

UmTAH ENGŒEERUG & LANo SURVEYING
86 SOUTH 200 FAST - VERNAI+ UTAH 84078NB9'54'E - 71 95 (GLO ) (801) 780-1017

LEGEND scar osit suavmo, oAtt onAm
1" = 1000' 8-3-93 8-6-93

..
gâ• SWBO' PARTY REFERENIÆS

DA ad REH GLO. PLAT== PROPOSED WELLHEAD
----

KATHER FlLEA = SECT10N CORNERS LOCATED (Bross Caps) HOT ZINKE& TRUMOO
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Zmke & Trumbo Ltd hold lease # BIA 14-20-H62-3528 The lease is 640 acres and
meludes all of section 19 The bottom hole location will be at 1771 14' FSL and 1425 14
FWL For additional details as to the bottom hole location at varymg depths please see
Wilsol.sdown hole mformation

Zmke & Trumbo Ltd respectfillly asks for a spacmg exception for the subject well 'Ihe
spacmg exception is requested so the operator can dn11a directional hole The directional
hole will be used by the operator to confirm the existence of a fracture network m the
area

Zmke & Trumbo Ltd's lease bond is a letter of credit Please see a copy attached

If you require additional mformdtlon please feel free to give me a call

Yours Truly,

Wilham A Ryan

CDC

dishhdnle11 25
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WELL 11-19 SURFACE LOCATION FOR DIRECTIONAL HOLE
DISK#8FILE 11-19DEV
MD TVD N/S E/W FNL FEL FSL FWL

3185 3185 0 0 1859 2205 3421 3075
3200 3200 002 002 185902 220502 342098 307498
3300 329998 143 143 186043 220643 341957 307357
3400 339985 499 499 186399 220999 341601 307001
3500 349951 1071 1071 186971 221571 341029 306429
3600 359889 1857 1857 187757 22235/ 340243 305643
3700 369788 2858 2858 188756 223358 339242 304642
3800 379639 4072 4072 189972 224572 338028 303428
3900 389433 5499 5499 191399 225999 336601 302001
4000 399161 7136 7136 193036 227636 334964 300364
4100 4088 14 3982 8982 194882 229482 333118 298518
4200 418382 11036 11036 196936 231536 331064 296464
4300 427857 1329b 13296 199196 233/5' 328804 294204
4400 43723 15759 15759 201059 236259 326341 291741
4500 446493 18424 18424 204324 238924 323676 289076
4LOO 455636 21287 21287 207187 241787 320813 286213
4700 464651 24346 24346 210246 244846 317754 283154
4800 4/353 27599 ¿/599 213499 2A8099 314501 279901
4900 482264 31042 31042 216942 251542 311058 276458
5000 490846 34672 34672 220572 255172 307428 272828
5100 499266 38485 38485 224385 258985 3036 15 269015
5200 507518 42478 42478 228378 262978 299622 265022
5300 515594 46648 46648 232548 267148 295452 260852
5400 523486 50991 50991 236891 271491 291109 256509¯5500

5311 86 555 01 555 01 2414 01 2760 01 2865 99 2519 99
5600 538689 60176 60176 246076 280676 281924 247324
5700 545986 65011 65011 250911 285511 277089 242489

575643 55001 67808 67808 263708 288308 274292 239692
580Œ 553091 69986 69986 255886 290486 272114 237514
5900 560162 74986 74986 260886 295486 267114 232514
6000 56723J 799bb 79986 265886 300486 262114 227514
6100 574304 84986 84986 270886 305486 257114 222514
6200 5813 IS 89986 89986 276886 310486 2521 14 217514
6300 588446 94986 94986 280886 315486 247114 212514
6400 595517 99986 99986 285886 320486 242114 207514
6500 602588 104986 104986 290886 325486 237114 202514
6600 609659 109986 109946 295886 330486 232114 197514
6700 61673 114986 114986 300886 335486 227114 192514
6800 623802 119986 119986 305886 340486 222114 187514
6900 630873 124986 124986 310886 345486 217114 182514
7000 637944 129986 129986 315886 350486 212114 17/5 14
7100 645015 134986 134986 320886 355486 207114 1/25 14
7200 652086 139986 139986 325886 360486 202114 1675 14
7300 659157 144986 144986 330886 365486 197114 162514
7400 666228 149986 149986 335886 370486 192114 1575 14
7500 673299 154986 154986 340886 375486 187114 1525 14
7600 6903 7 1599 86 1599 86 3458 86 3604 86 1821 14 1475 14
7700 687441 164086 164966 350886 385486 177114
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ZINKE & TRUMBO LTD.

13 POINT SURFAt ' USE PLAN
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Z&T 11-19 FED.
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1. EXISTING ROADS

TO REACH THE ZINKE & TRUMBO LTD. WELL, Z&T UTE TRIBAL 11-19

LOCATION, IN SECTION 19, T 5 S , R.4 W., FROM MYTON, UTAH.

STARTING IN MYTON, HTAH PROcEED WEST ON US HIGHWAY 40, 6 MILES TO
THE ANTELOPE CANYON HOAD TURN SOUTH AND PROCEED 6.6 MILES TO THE
SOWERS CANYON ROAD. TURN RIGHT ON THE SOWERS CANYON ROAD AND
PROCEED SOUTH AND WEST 3 7 MÏLES TURN SOUTH ON AN OIL FIELD
ACCESS ROAD AND PROCEED SOUTH 1.5 MILES TO THE FORK IN THE ROAD
TURN RIGHT AT THE FORK IN THE ROAD AND PROCEED 3 MILES TO THE
LOCATION

THE EXISTING OIL FIELD SERVICE ROAD MAY NEED SOME SURFACE MATERIAL
TO PREVENT OR REPAIR HOLES IN THE ROAD DUE TO HEAVY fRUCK TRAFFIC
DURING THE DRILLING AND COMPLETION OPERATION IF REPAIRS ARE MADE
THE OPERATOR WILL SECURE SURFACING MATERIAL FROM PRIVATE SOURCES

PLEASE SEE THE ATTACHED MAP FOR ADDITIONAL DETAILS

2 PLANNED ACCESS ROAD

NO ROAD CONSTRUCTION WILL BE REQUIRED THE DROPOSED WELL WILL BE
DRILLED FROM AN EXISTING LOCATION

PLEASE SEE THE ATTACHED LOCATION PLAT FOR ADDITIONAL DETAILS

NO RIGHT OF-WAY WILL BE REQUIRED ACCESS LJILL BE VIA THE RIGHT-OF-

WAY GRANTED FOP WELL 1-19 IN SECTION 19, r.5 S , R 4 W.

ALL TRAVEL WILL BE CONFINED TO EXISTING ACCESS ROAD RIGHT-OF-WAYS

ACCESS ROADS AND SURFACE DISTURBING ACTIVITIES WILL CONFORM TO
STANDARDS OUTLINED TN THE USGS PUBLICATION (1978) SURFACE OPERATION
S_TAflD_ARDS FOR OIL AND GAS DEVELOPMENT

3 LOCATION OF EXISTING WELLS

lHE FOLLOWING WELLS ARE LOCA3ED WTTHIN A ONE MILE RADIUS OF THE
LOCATION SITE

A) PRODUCING WELLS
WELL 1-19 SECTION 39, T 5 S ,

3 4 W

WELL 7-19 SECTION ', T 5 S , R 4 W
WELL 13-19 SECTION 19 T 5 S , R 4 bl
WELL 3-30 SEC'ÏuN 30, T 5 S , R 4 W

B) WATER WELLS
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C) ABANDONED WELLS-
WELL 15-24 SECTION 24, T.5 S., R 5 W.
WELL 7-20 SECTION 20, T 5 S., R 4 W

D) TEMPORARILY ABANDONED WELLS NONE
E) O -POSAL WELLS NONE
F) DRILLING WELLS NONE
G) SHUT IN WELLS NONE
H) INJECTION WELLS NONE
I) MONITORING OR OBSERVATION WELLS NONE

PLEASE SEE THE ATTACHED MAP FOR ADDITIONAL DETAILS

4 LOCATION OF TANK BATTERIES, PRODUCTION FACILITIES, AND PRODUCTION
GATHERTNG ANO SERVICE LINES

THE OPERATOR WILL USE THE PRODUCTION TANKS ANO SOME OF THE
PRODUCTION QUIPMENT ON THE EXISTING 7-19 WELL LOCATION. ADDITIONAL
PRODUCTION FACILITIES ARE TO BE CONTAINED WITHIN THE PROPOSED
LOCATION SITE PLEASE SEE THE ATTACHED PLOT PLAN FOR A TNPICAL
PUMP JACK, AND SEPARATOR INSTALLATION AND WELL SITE DIPING
CONNECTION

ALL PERMANENT (ON SITE FOR SIX MONTHS OR LONGER) STRUCTURES
CONSTRUCTEO OR INSTALLED WILL BE PAINTED A DESERT BROWN COLOR ALL
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THE TANK BATTERY WILL BE SURROUNDED BY A DIKE OF SUFFICIENT
CAPACITY TO CONTAIN THE STORAGE CAPACITY OF THE LARGEST TANK IN THE
BATTERY THE INTEGRITY OF THE DIKE WILL BE MAINTAINED

ALL LOAD LINES WILL BE PLACED INSIDE THE DIKE SURROUNDING THE TANK
BATTERY

ALL SITE SECURITY GUIDELINES IDENTIFIED IN 43 CFR 316? 7 REGULATION
WILL BE ADHERED TO

ALL OFF-LEASE STORAGE , OFF LEASE MEASUREMENT, OR COMMINGLING ON-

LEASE OR OFF-LEASE WILL HAVE PRIOR WRITTEN APPROVAL FROM THE
AUTHORIZED OFFICER PLFASE NOTE THAT THE 7-19 AND THE PROPOSED 11-

19 WELL ARE ON THE SAME LEASE

GAS METER RUNS WILL BE LOCATED WITHIN SOO' OF THE WELL HEAD THE
GAS LINE WILL BE BURIED, OR ANCHORED DOWN FROM THE WELL HEAD TO THE
METER. METER RUNS WILL BE HOL SED ANC/OR

C) ABANDONED WELLS-
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WELL 7-20 SECTION 20, T 5 S., R 4 W
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F) DRILLING WELLS NONE
G) SHUT IN WELLS NONE
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I) MONITORING OR OBSERVATION WELLS NONE

PLEASE SEE THE ATTACHED MAP FOR ADDITIONAL DETAILS
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THE GAS METER WILL BE CALIBRATED AND THE TANK STRAPPED IN PLACE
PRIOR TO ANY DELIVERIES. TESTS FOR METER ACCURACY WILL BE
CONDUCTED MONTHLY FOR THE FIRST THREE MONTHS ON NEW METER
INSTALLATIONS AND AT LEAST QUARTERLY THEREAFTER. THE AUTHORIZED
OFFICER WILL BE PROVIDED WITH A DATE AND TIME FOR THE INITIAL METER
CALIBRATION AND ALL FUTURE METER PROVING SCHEDULES A COPY OF THE
METER CALIBRATION REPORTS WILL BE SUBMITTED TO THE VERNAL DISTRICT
OFFICE. ALL MEASUREMENT FACILITIES WILL CONFORM WITH API AND AGA
STANDARDS FOR GAS AND LIQUID HYDROCARBON MEASUREMENT

5 LOCATION AND TYPE OF WATER SUPPLY

WATER FOR DRILLING THIS WELL WILL 8E HAULED BY TRUCK FROM THE JOE
SHEILDS WATER PONDS WATER FOR COMPLETION WILL COME FROM THE SAME
PONDS OR FROM ROOSEVELT CITY

3R TO STARTING DRILLING OPERATIONS THE OPERATOR WILL REPORT TO
Th BIA AND UTE TRIBE THE NAME OF THE WATER HAULER AND THE PERMIT
UNDER WHICH WATER IS OBTAINED.

6 SKRŒ OF CONSTRUCTION MATERIALS

ALL CONSTRUCTION MATERIAL FOR THIS LOCATION SITE AND ACCESS ROAD
SHALL BE BORROW MATERIAL ACCUMULATED DURING CONSTRUCTION OF THE
LOCATION SITE ADDITIONAL ROAD GRAVELS OR PIT LINING MATERIAL WILL
BE OBTAINED FROM PRIVATE SOURCES

7 METHODS FOR HANDLING WASTE DISPOSAL

A) PIT CONSTRUCTION AND LINERS:

THE RESERVE PIT WILL BE APPROXIMATELY 8 FT DEEP AND AT LEAST
ONE-HALF OF THIS DEPTH SHALL BE BELOW THE SURFACE OF THE
EXISTING GROUNO

THE RESERVE PIT WILL BE LINED WITH A 12 MIL PIT LINER THE PIT
LINER WILL BE TORN AND PERFORATED AFTER THE PIT DRYS AND BEFORE
BACK FILLING THE RESERVE PIT THE RESERVE PIT WILL BE
REASONABLY FREE OF HYOROCARBONS BEFORE THE PIT IS BACK FILLEO

ONE-HALF CF HE PESERVE PIT WILL BE USED AS A FRESH WATER
STORAGE AREA DURIN3 THE DRILLING OF THIS WELL AND THE OTHER ONE-

HALF WILL BE USED TO STORE NON-FLAMMABLE MATERIALS SUCH AS
CUTTINGS, SALTS, DRILLING FLUIDS, CHEMICALS, PRODUCED FLUIDS,
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B) PRODUCED FLUIDS:

PRODUCED WATER WILL BE CONFINED TO THE RESERVE PIT, OR IF DEEMED
NECESSARY, A STORAGE TANK FOR A PERIOD NOT TO EXCEEO 90 DAYS
AFTER INITIAL PRODUCTION. DURING THE 90 DAY PERICD AN
APPLICATION FOR APPROVAL FOR A PERMANENT DISPOSAL METHOD AND
LOCATION WILL BE SUBMITTED TO THE AUTHORIZED OFFICER

C) GARBAGE:

A TRASH CAGE, FABRICATED FROM EXPANDED METAL WILL BE USED TO
HOLD TRASH ON LOCATION AND WILL BE REMOVED TO AN AUTHORIZED LAND
FILL LOCATION

0) SEWAGE:

A PORTABLE CHEMICAL TOILET WILL BE SUPPLIED FOR HUMAN WASTE.

E) SITE CLEAN-UP:

AFTER THE RIG IS MOVED OUT THE AREA AROUND THE WELL SITE WILL BE
CLEANED AND ALL REFUSE REMOVED

8 ANCILLARY FACILITIES

THERE ARE NO ANCILLARY FACILITIES PLANNED FOR AT THIS TIME AND NONE
ARE FORESEEN FOR THE FUTURE

9. WELL-SITE LAYOUT

LOCATION DIMENSIONS ARE AS FOLLOW

A) PAD LENGTH 300 FT
B) PAD WIDTH 140 FT
C) PIT DEPTH 8 FT
D) PIT LENGTH 150 FT
E) PIT WIDTH 100 FT
F) MAX CUT 21.2 FT
G) MAX FILL 8 5 FT
E) TOTAL CUT YDS 16,760 CU YDS
F) PIT LOCATION SOUTH WEST SIDE BETWEEN POINTS 4&5
G) TOP SOIL LOCATION BETWEEN D&6
H) ACCESS ROAD LOCATION BETWEEN D&6
I) FLARE PIT WEST OF CORNER D

PLEASE SEE THE ATTACHED LOCATION DIAGRAM FOR ADDITIONAL
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ALL PITS WILL BE FENCED ACCORDING TO THE FOLLOWING MINIMUM
STANDARDS

A) 39 INCH NET WIRE SHALL BE USED WITH AT LEAST ONE STRAND OF
WIRE ON TOP OF THE NET WIRE (BARBED WIRE IS NOT NECESSARY IF
PIPE OR SOME TYPE OF REENFORCEMENT ROD IS ATTACHED TO THE TOP OF
THE ENTIRE FENCE).

B) THE NET WIRE SHALL BE NO MORE THAN 2 INCHES ABOVE THE
GROUNO THE BARBED WIRE SHALL 8E 3 INCHES ABOVE THE NET WIRE
TOTAL HEIGHT OF THE FENCE SHALL BE AT LEAST 42 INCHES

C) CORNER POSTS SHALL BE CEMENTED AND/OR BRACED IN SUCH A
MANNER TO KEEP THE FENCE TIGHT AT ALL TIMES.

D) STANDARD STEEL, WOOD OR PIPE POSTS SHALL BE USED BETWEEN THE
CORNER BRACES MAXIMUM DISTANCE BETWEEN ANY TWO POSTS SHALL
BE NO GREATER THAN 16 FEET

E) ALL WIRE SHALL BE STRETCHED, BY USING A STRETCHING DEVICE,
BEFORE IT IS ATTACHED TO THE CORNER POSTS

10. PLANS FOR RESTORATION OF THE SURFACE

PRIOR TO CONSTRUCTION OF THE LOCATION, THE TOP 6 INCHES OF SOIL
MATERIAL WILL BE STRIPPED AND STOCKPILED THIS WILL AMOUNT TO
APPROXIMATELY 2,100 CUBIC YARDS OF MATERIAL PLACEMENT OF THE TOP
SOIL IS NOTED ON THE ATTACHED LOCATION PLAT WHEN ALL DRILLING
AND COMPLETION ACTIVITIES HAVE BEEN COMPLETED THE UNUSED PORTION
OF THE LOCATION (THE AREA OUT SIDE THE DEAD MEN) WILL BE
RECONTOURED AND THE TOPSOIL SPREAD OVER THE DISTURBED AREA

THE DIRT CONTRACTOR WILL BE PROVIDED WITH AN APPROVED COPY OF THE
SURFACE USE PLAN PRIOR TO CONSTRUCTION ACTIVITIES

ANY DRAINAGE REROUTED DURING THE CONSTRUCTION ACTIVITIES SHALL BE
RESTORED TO IT'S ORIGINAL LINE OF FLOW OR AS NEAR AS POSSIBLE

ALL DISTURBED AREAS WILL BE RECONTOURED TO THE APPROXIMATE NATURAL
CONTOURS

PRIOR TO BACK FILLING THE PIT, THE FENCES AROUND THE RESERVE PIT
WILL BE REMOVED THE PIT LINER WILL BE CUT OFF AT THE WATER OR
MUD LINE AND DlSPOSED OF AT AN APPROVED LAND FILL SITE THE LINER
WILL ALSO BE TORN AND PERFORATED AFTER THE PIT DRYS AND BEFORE
BACK FILLING OF THE RESERVE
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THE RESERVE PIT WILL BE RECLAIMED WITHIN 90 DAYS OF WELL
COMPLETION IF THE RESERVE PIT IS NOT ORY ENOUGH TO ALLOW BACK
FILL1NG AN EXTENSION ON THE TIME REQUIREMENT FOR BACKFILLING THE
PIT WILL SE REQUESTED ONCE RECLAMATION ACTIVITIES HAVE BEGUN,
THEY SHALL BE COMPLETED WITPIN 30 DAYS

WHEN RESTORATION ACTIVITIES HAVE BEEN COMPLETED, THE LOCATION SETE
AND NEW ACCESS ROAD CUTS AND SHOULDERS SHALL SE RESEEDED. PRIOR
TO RESEEDING, ALL DISTURBED AREAS, INCLUDING THE OLD ACCESS ROAD,
WILL BE SCARIFIED AND LEFT WITH A ROUGH SURFACE.

A) RECOMMENDED SEED MIXTURE

INTERMEDIATE CRESTED WHEAT GRASS 6# PER ACRE
FAIRWAY CRESTED WHEAT GRASS 64 PER ACRE

8) SEEDING DATES

AFTER SEPTEMBER 15, AND SEFORE THE GROUND FREEZES.

SEED WILL BE BROADCAST OR DRILLED AT THE TIME SPECIFIED BY THE
BLM. IF BROOOCAST, A HARROW DR SONE 07HER IMPLEMENT WILL BE
ORAGGED OVER THE SEEDED AREA TO ASSURE SEED COVERAGE AND THE SEED
MIXTURE WILL 8E PROPORTIONATELY LARGER (DOUBLE THE LBS PER ACRE).

AT SUCH TIME AS THE WELL IS PLUGGED AND ABANDONED THE OPERATOR
WILL SUBMIT A SURFACE RECLAMATION PLAN TO THE SURFACE MANAGEMENT
AGENCY FOR PRESCRIBED SEED NIXTURE AND RESEEDING REQUIREMENTS

11. SURFACE OWNERSHIP

THE UTE TRIBE

12 OTHER INFORMATION

A) VEGETATION:

THE VEGETATION COVERAGE IS PINION AND JUNIPER WITH SLIGHT
GROUNO COVER OF MISCELLANEOUS SPECIES

B) DWELLINGS:

THERE ARE NO OCCUPIED DWELLINGS, OR OTHER FACILITIES WITHIN A
ONE MILE RADIUS OF THIS
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C) ARCHEOLOGY:

THE LOCATION HAS BEEN SURVEYED AND THERE ARE NO ARCHAEOLOGICAL
HISTORICAL, OR CULTURAL SITES NEAR THE PROPOSED SITE. PLEASE
SEE THE ATTACHED ARCHAEJLOGICAL CLEARANCE MAP

IF, DUPING OPERATIONS , ANY ARCHAEOLOGICAL OR HISTORIÇAL SITES,
OR ANY OBJECTS OF ANTIQUITY (SUBJECT TO THE ANTIQUITIES ACT OF
JUNE 8, 1906) ARE DISCOVERED, ALL OPERATIDMS WHICH WOULD AFFECT
SUCH SITES ARE TO BE SUSPENDED AND THE DISCOVERY REPORTED
PROMPTLY TO THE SURFACE MANAGEMENT AGENCY

D) WATER:

THE NEAREST WATFR IS IN THE BOTTOM OF SOWERS CANYON 1.5 MILES
TO THE NORTH AND WEST

E) WOOD:

NO WOOD PERMIT WILL BE REQUIRED FOR THIS LOCATION ZINKE &
TRUMO LTD HAS A JOINT JENTURE AGGREMENT WITH THE UTE TRIBE
THIS AGGREEMENT MAKES IT UNNESSESARY FOR ZINKE AND TUMBO TO
08TAIN A WOOD PERMIT PLEASE SEE THE JOINT VENTURE AGGREMENT
IF YOU REQUIRE ADDITIONAL DETAILS

F) SIGNS:

THE APPROPRIATE SIGNS HAVE BEEN POSTED OR WILL BE WHEN
CONSTRUCTION ACTIVITIES START

F) CHEMICALS:

NO PESTICIDES, HERBICIDES OR OTHER POSSIBLE HAZARDOUS CHEMICALS
SHALL BE USED WITHOUT PRIOR APPLICATION

G) NOTIFICATION:

a) BLM, VERNAL UT
RALPH BROWN
(801-789-1362)
24 TO 48 HOURS BEFORE CONSTRUCTION OF THE LOCATION
ALSO AFTER SITE CONSTRUCTION ANO BEFORE THE RIG MOVES IN

b) BIA, FT DUCHESNE UT
CHARLIE CAMERON
(8Co-722-2406)
24 TO 48 HOURS BEFORE CONSTRUCTION OF THE LOCATION
ALSO AFTER 5ITE CONSTRUCTION AND BEFORE THE RIG MOVES IN

c ) UTE TRIBE, MINERALS DIVISION, FT.
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FERRON SECAKUKU
(801-722-4992)
24 TO 48 HOURS BEFORE CONSTRUCTION OF THE LOCATION
ALSO AFTER SITE CONSTRUCTION AND BEFORE THE RIG MOVES IN

H) FLARE PIT:

THE FLARE PIT WILL BE LOCATED A MINIMUM OF 30 FEET FROM THE
RESERVE PIT FENCE AND 100 FEET FROM THE BORE HOLE ON THE SOUTH
SIDE OF THE LOCATION, BETWEEN POINTS 5 AND 6 ON THE LOCATION
PLAT ALL FLUIDS WILL BE REMOVED FROM THE PIT WITHIN 48 HOURS
OF OCCURRENCE.

I) GRAZING PERMITTEE:

UTE TRIBAL LIVE STOCK EN'ERPRISES
FT DUCHESNE UT
(801-722-2406)

12 LESSEES OR OPERATOR'S REPRESENTATIVE AND CERTIFICATION

A) REPRESENTATIVE

NAME WILLIAM A. RYAN

ADDRESS ROCKY MOUNTAIN CONSULTING
350 SOUTH,, 600 EAST
VERNAL UTAH 84078

TELEPHONE NO 801-789-0968
CELLULAR 801-823-6152

FAX 801-789-0970

ALL LEASE AND/OR UNIT OPERATIONS WILL BE CONDUCTED IN SUCH A
MANNER THAT FULL COMPLIANCE IS MADE WITH ALL APPLICABLE LAWS,
REGULATIONS, ONSHORE OIL AND GAS ORDERS, THE APPLICABLE LAUS,
REGULATIONS, AND ANY APPLICABLE NOTICES TO LESSEES THE OPERATOR
IS FULLY RESPONSIBLE OR THE ACTIONS OF HIS SUBCONTRACTORS A
COPY OF THESE CONDITIONS WILL BE FURNISHED TC THE FIELD
REPRESENTATIVE TO INSURE COMPLIANCE

THIS DRILLING PERMIT WILL BE VALID FOR A PERIOD OF ONE YEAR FROM
THE DATE OF APPROVAL AFTER PERMIT TERMINATION, A NEW APPLICATION
WILL BE FILED FOR APPROVAL FOR ANY FUTURE
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THIS DRILLING PERMIT WILL BE VALID FOR A PERIOD OF ONE YEAR FROM
THE DATE OF APPROVAL AFTER PERMIT TERMINATION, A NEW APPLICATION
WILL BE FILED FOR APPROVAL FOR ANY FUTURE



B) CERTIFICATION

I HEREBY CERTIFY THAT I, OR PERSONS UNDER MY DIRECT SUPERVISION,
HAVE INSPECTED THE PROPGSED DRILL-SITE AND ACCESS ROUTE: THAT I AM
FAMILIAR WITH THE CONDITIONS WHICH PRESENTLY EXI T. THAT THE
STATEMENT MADE IN THIS PLAN ARE, TO THE BEST OF MY KNOWLEDGE AND
BELIEF, TRUE AND CORRECT: AND THAT THE WORK ASSOCIATED WITH THE
OPERATION PROPOSED HEREIN WILL BE PERFORMED BY ZINKE & TRUMBO LTD.
AND ITS CONTRACTORS AND SUB-CONTRACTORS IN CONFORMITY WITH THIS
PLAN AND TERMS AND CONDITIONS WITH THIS PLAN AND THE TERMS AND
CONDITIONS UNDER WHICH IT IS APPROVED

/ WILLIAM A RYAN
PETROLEUM ENGINEE
ROCKY MOUNTAIN

B) CERTIFICATION

I HEREBY CERTIFY THAT I, OR PERSONS UNDER MY DIRECT SUPERVISION,
HAVE INSPECTED THE PROPGSED DRILL-SITE AND ACCESS ROUTE: THAT I AM
FAMILIAR WITH THE CONDITIONS WHICH PRESENTLY EXI T. THAT THE
STATEMENT MADE IN THIS PLAN ARE, TO THE BEST OF MY KNOWLEDGE AND
BELIEF, TRUE AND CORRECT: AND THAT THE WORK ASSOCIATED WITH THE
OPERATION PROPOSED HEREIN WILL BE PERFORMED BY ZINKE & TRUMBO LTD.
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CONDITIONS UNDER WHICH IT IS APPROVED
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PETROLEUM ENGINEE
ROCKY MOUNTAIN



Ten Point Plan
Zinke & Trumbo LTD.

Z&T Ute Tribale 11-19

Sul face Location SW 1/4,NE 1/4, Sec 19, T 5 S , R 4 W.
Locatzon at ' D NE 1/4,SW 1/4 , Sec 19, T.5 S., R 4 W

1 Surface Formation

Uintah

Estimated Formation Tops and Datum

Fo_r_mag Depth TVD Dep_tkogge_r Datum
Uintah Surface O 6714' GL
Green River 1422' 1422' 5292'
OLL Shale 2607' 2607' 4107'
X Marker 4457' 4493' 2257'
Black Shale 5270' 5436' 1444'
Castle Peak Li rre 5525' 5795' 1189'
Green River Lime 5939' 6386' 775'
Wasatch 6109' 6613 605'
TO 7000' 7877' -286'

3. Producing Formation Dey;

Fovmation objectives include the G een River and the Wasatch

Off Set Well Information

Off Set well Well Ute Tilbal 7-19

New Well Bore Direction 5 45 degrees 00 min 00 sec W
Please see attached LocatLon plat for well bote location.

Holzontal
Peifolated Loggets Distancedist Quartet
Zone Depth BetWeen Quarter
Well 7-19 Well 11-19 Wells Location

5405-5425 5650 +/- 880 SE/NW
5526-5532 5800 +/- 990 SE/NW
5544-5554 5840 +/- 1020 NE/SW
5598-5614 5900 +/- 1060 NE/SW
5653-5666 5970 +/- 1110 NE/SW

TD 6200 6750 +/- 1660 NE/SW
7000 TD 7877 2500
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.4. Proposed Casing Program·

Hole Casing GRADE Setting Casing
Size Size Wgight/Ft & THREAD DePth New/Used
17 1/2 13 3/8 54 H-40/STC 90 NEW
12 1/4 8 5/8 ;LP-36 J-55/STC 800 NEW

7 7/8 5 1/2 15.5 J-55/STC T.D NEW

Cement program
Casing Cement Cement Cement
Size Type Amount Yield

13 3/8 Ready Mix, 8 sk Mix 6 yds 1 yd = 27 cu ft

8 5/8 Class G 90 sk 2.11 cu ft/sk
Litepoz III 600 sk 1.11 cu ft/sk
Bentonite
Kolite
Cellophane flake
CaCL2

5 1/2 RFC cement 325 sk 1 61 cu ft/sk
Hilift 550 sk 3.91 cu ft/sk
Class G cement
Salt
Bentonite
Chemical e×tender
FAC fluid loss

5. BOP and Pressure Containment Data

The anticipated bottom hole pressure will be less than 3500 psi

A 5000 psi WP BOP system as described in the BOP and Pressure
Containment Data (attached) will be installed and maintained from the
8-5/8" suTface Cacing THE BOP system including the casing will be
pressure tested to the minimum standards set forth in "On Shore Order
42" The BOPs will be mechanically checked daily during drilling
operations.

6 Mud Program

Interval Mud Weight Viscosity Fluid Loss Mud Type
lbs /aal Sec /Qt N1/30 Mins.

0-800' Cleal Water ---- No Control Water/Gel
800-2000 Clear Water ---- No Control Water/Gel
2000-5000 8 4-8 6 30 No Control 54 KCL
5000-TD 8 6-9 O 30-36 8/10 L.S.N.D.
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7. Auxiliary Equipment:

Upper Kelly cock, full opening stabbing valve, 2 1/2" Choke manifold
and pit level infcator.

E' legt. 19 Co] Ing_, Sampljig_andaggg_'

a) Test: None are anticipated.

b) Coring: There is the possibility of sidewall cor2ng.

c) Sampling' Every 10' from 800' to T.O.

d) Logging• TXae Interval
DLL/SFL W/GR and SP T D. to surf. csg.
FDC/CNL W/GR and CAL T.D. to 800'

9 Abnoimalitiesinclud y sour gas)

The subject well will be drilled as a directional hole. The well will
bc drilled in a south west direction and at a 0-45 degree angle from
3185 feet TYD to 5500 feet Tvo The well will be drilled at a 45
degree angle ir e soutn Westerly airction from 5500 feet TVD to T .D.
(7000' TVD)

The surface location is on an existing location. The operator will
take advantage o the existing production equipment.

No ab,ormal pressores, temperatures or other hazards are anticipated.
011 and gas shows are articipated in the Green River and Wasatch
Foranations. The Wasath cormation has been over pressured on the norh
side of the Utntah Basin A limited number of wells have been drilled
through the Wasatch formation on the south side of the Basin. The
wells that have been drilled did not enccanter over pressured zones.

10. Drilling Schedule

The anticipated starting date is November 15, 1993. Duration of
,pet ations _a e<oected to oe 30 days
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SI'l F-CFRTIFICA11ON S1 A1FMENT

TilE FOLLOWING SELF-CERTIFICA1ION STATEMENT IS PROVIDED PER
FEDERAL REQUIREMENT DATED JUNE 15, 1988.

PLEASE BE ADVISED T11AT ZINKE & TRUMHO LTD IS CONSIDERED TO
BE TilE OPERATOR OF THE FOLLOWING PROPOSED WELL:
WELL Z&T UTE TRIBAL 11-19.
SW1/4 OF TIIE NE1/4
SECTION 19, TOWN Stil? 5 SOUTII, RANGE 4 WEST.
LEASE NUMUER IS BIA (4-20-II62-3528.
DUCliESNE COUNTY, UTAII

ZINKE & TUMBO LTD IS RESPONSIBLE UNDER TIIE TERMS AND
CONDITIONS OF THE LEASE FOR THE OPERAl lONS CONDUCTED UPON
TIIE I EASE LANDS.

WII LIAM A RVAN
AGEN f FOR ZINKE &' RUMBO I TD
ROCKY MOUNTAIN CONSULTING
350 SOUTH 800 EAST
VERNAL, Ur 84073
80 1-789-0968
801-789-0970
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ZINKE & TRUMBO LTD,

Well location, Z&T UTE TRIBAL#11-19, located as
TSS R4W U.S.B.&M. shown in the SW 1/4 NE 1/4 of Section 19,

TSS, R4W, U.S.B.&M. Duchesne County, Utah.

So957'E - G.L.O. (Bos/s of Geor/ngs) BASIS OF ELEVATION
SO9'57'E - 37.75 (G.L.O.) 2641.14' (Measured)

SPOT ELEVATIONAT THE NORTHEASTCORNER OF
F et Maired stone SEC110N 19, TSS, R4W, U.S.B.&M. TAKENFROM

THE DUCHESNE SE QUADRANGLE,UTAH, DUCHESNE
COUNTY,7.5 MINUTEQUAD. (TOPOGRAPHICMAP)

Lot i PUBLISHEDBY THE UNITED S1ATES DEPARTMENTOF
THE INTERIOR, GEOLOGICAL SURVEY. SAID
ELEVAllON IS MARKED AS BEING 6559 FEET.

Zh1 UTE 7R/BAL/11-19 "
"2..

E7ev. l./ngraded Ground = 67/4' * 2205'
N

Lot 2
o

Sfsne

LotJ SCALE

THIS IS 10 CER11FY THA

OCVE

P A
F1ELDNOTES OF ACTUAL SURYEYS MA() IÍtlDER MÝ

-------- ----- - - -- SUPERMSION AND 111AT1HE SAME AltE AND CORRECT'T. w-
BEST OF MY KNOMEDGE AND i

Po

REW LANO SuggYOR
.

Lot 4 AE No. 5709 .-|

STA1 i •°

UurrAn ENGINEERING &

86 SOUTH 200 FAST - VEltNAI, UTAH 84078NB9 54°E
- 77.95 (GLO )

(501) 769--1017

LEGEND: sem ^1: suavtyto oATE onAm:
\" = 1000' 8-3-93 8-0-93

= 90 SYMBOL ryyy REFERENCES
D.A. JJ R.E.H. G.L.0. PLAT

= PROPOSED WELL HEAD.
WATHER FILE

A .- SECilON CORNERSLOCATED. (Bross Cops) HOT 2111RE& TRUMBO
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Topsoil Stockpile
C-1.8' F-0.8' F-8.S'
D. 15 7 a 05.4'
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ANCHOR

APPROX
TOE Og RESERVE
CUT SLOPE Puur Existing(r o..,)

Well Head O
uuD SHED \ 7-..fÿ

- Total Pit Volume HoPPER LAANCHOR
2' of Freeboard
12,290 Ob/s. ±
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APPROXIMATE YARDAGES
-

CUT EXCESS MA IERIAL AFTER
(12") Topsoll Stripp1ng = 2,100 Cu Yds 5% COMPACTION = 10,470 Cu. Yds.

Topsoli & Pit Backfill = 3,910 Cu. Yds.Remaining Loc.airon = 14,660 Cu. Yds
(1/2 Pit Vol.)

TOTAL CUT = 16,760 CU.YDS. EXCESS CUT MATERIAL = 6.560 Cu. Yds.

FILL = 5,980
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ZINKE & TRUMBO, LTD.
LOCAT10N LAYOUT FOR

Z&T UTE TRIBAL #11-19
SECTION 19, T5S, R4W, U.S.B.&M.

1859' FNL 2205° FEL

40' 100'

SCALE: 1 = 50' s -

DATE: 8-6--93 CUT '
DRAWN BY: T.D.H.

STA. J+00

o LOCA110H STARE
X-Section

Scale CUT

1' = SO' E¡nished Grade

oo 40 oo

L C0 R
STA. 0+32

40° 100

NE
LC cur -'

slope- / //2 1 STA 0+000 tr,s.)
O N

NOTE:
Topsoil should not be
Stripped Below Finished
Grade on Substructure Area.

Dev Unproded Ground of Locotton Stoke - 6714.4'

Dev. Groded Ground at Locotton S!ox, = Û77J.Û' UIWAH ENC1NE£1UNG & LAND SURVrr/NC
ss se too suas 74
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SUMMIT IN TIUPLICATE* Form approved.Form 3160-3
(November 1983) (Other instructions on Budget Bureau No. 1004-0136
(fennerly 9-331C) UNITED STATES reverse side) Expires August 31, 1985' DEPARTMENT OF THE INTERIOR 5. LEASE DBalGNATION AND SERIAL NO.

BUREAUOF LANDMANAGEMENT BIA 14 20 H62 3528
APPLICATIONFOR PERMITTO DRILL, DEEPEN,OR PLUG BACK ' "'^°*" """""°2"""'"=

ta. Tveror wuns
Ute Tribe

DRILL[3 DEEPENO PLUGBACKO I· UNIT AGREEMENT NAME

b. TTrz or war.L

LL LI, OTuxa
NGLE MU IPLE S. FARM OR LEASE NAME

2. NAME OF OPERATOR

Zinke & Trumbo, Ltd. .WERNO.

3. Anomass or ortnaron &T Ute Tribal 11-19
1202 East 33rd St., Suite 100, 3ulsa, OK 74105 lÛ.FIELDANDPOOL.0BWil.DCAT

4. c TiolNuor WELI. (Report loi.ation clearly and in accordance wÏLh any 3tate requirements•)

1859' FNL, 2205' FEL S NEh, Sec. 19, TSS, R4tz 21, en'IllmŠÏ3.oaa,

At proposed prod. zone

9400, FNL, 2300' FWL, SEQ, NW¾, Sec. 19, T5S, RAN Sec. 19, T5S, RdW
14 DISTANCE IN MILES AhD DIRECTION FROM NEAREAT TOWN 05 POST OrrlCE 12 COUNTY OR FABlin 18 BTATE

20 miles South and West of Myton, Utah Duchesne Utah
10. at ruou o ato' 10. An or Atsra in Lzass 17 No. or acass aussonso

PROPERTY 08 I.EARE I.!NE, FT,
TO THIM WELL 40

(Also to nearest drig, unit ilne, if aan
is. arbase rao a racDrome oc To 100 ' surf 10 "" esta n=rris 20 notant on caste roots

omarruen ron.on om. max.. " 880 ' prod.I 7000 i Rotary
21. stavArioNa (5bow whether DF. RT, GR, etc.) 22 APraos DATE woxx ws!.t. er

6714 GR Nov. 15, 1993
23

PROPOSED CASING AND CEMENTING PROGRAh!

ElzE Or IIOLE SizW OF CANING WEIGilT PER FOOT BETTING DEPT!! QUANTITY OF CELIENT

17 ) 13 3/8 54 9ÏF b yds. - surt

12 \ 8 5/8 24 800 690 sx - surf

7 7/8 5 ½ 15.5 T.D. 875 sx - T.D. - 2000'
Cmt will cover
the oil shale.

Operator requests permission to drill the subject well. Please see
the attached 10 point and 13 point surfacr use plan.

If you require additional information, please contact:

WILLIAM A. RYAN
ROCKY MOUNTAIN CONSUL'IING (801) 789-0968

e
naS BUT' 7East Fax (801) 789-09 0 \

is tantE srACE otsentaE raoronto PnoonArt If proponni in to derprn or plug back, give data on pres-nt productive mone end proposed new productive

zone If proµosni is to drill or deepen dirretionally give pertinrnt data on subsurfuce loentions and measured and true sertical depths Give blowout
prearnter program. If nn)

nu,,,, WILLIAM A. RYAN ___ = PE'IROLEUM ENGTNEE 90
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CONDITIONSOF APPROVAL FOR THE
APPLICATION FOR PERMIT TO DRILL

Company/Operator: Z_inkeand Trumbo, Ltd.

Well Name & Number: 11-19

API Number: 43-013-31438

Lease Number: 14-20-H62-3528

Location: SX Sec. 19 T.4 S. R.5 W.

Surface Ownership: Indian

NOTIFICATIONREQUIREMENTS

Location Construction - at least forty-eight (48) hours , or to construction of location and access
roads.

Location Completion - prior to movingon the drillingrig.

Spud Notice - at least twenty-four(24) hours prior to spudding the well.

Casing String and - at least twenty-four (24) hours prior to running casing and cementing all
Cementing casing strings.

BOP and Related - at least twenty-four(24) hours prior to initiating Dressure tests.
Equipment Tests

First Production - withinfive (5) business days after new well begins or production resumes
Notice after well has been off production for more than ninety (90) days.

For more specific details on notification requirements, please check the Conditions of Approval for
Notice to Drill and Surface Use
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CONDITIONS OF APPROVAL FOR NOTICE TO DRILL

Approval of this application does not warrant or certify that the applicant holds legal or equitable title
to those rights in the subject lease which would entitle the applicant to conduct operations thereon.

All lease and/or unit operations will be conducted in such a manner that full compliance is made with
applicable laws, regulations (43 CFR 3100), Onshore Oil and Gas Orders, nu the approved plan of
operations. The operator is fully responsible for the actions of his subcoruactors. A copy of these
conditions will be furnished the field representative to insure compliance.

Be aware fire restrictions may be in effect when location is being constructed and/or when well is
being drilled. Contact the appropriate Surface Management Agency for information.

If this well is drilled and successfully completed in the Green River Formation in the SENW of
Section 19 Township 5 South. Range 4 West, then no other well will be allowed or approved in that
QTR/QTR with the Green River Formation as the target formation.

A. DRILLING PROGRAM

1. Estimated Depth at Which Oil Gas, Water, or Other Mineral Bearing Zones are Expected to
be Encountered

Report A_LLwater shows and water bearmg sands to Tim Ingwell of this office. Copies of
State of Utah form OGC-8-X are acceptable. If noticeable water flows are detected, submit
samples to this olfice along with any water analyses conducted.

All usable water and prospectively valuable minerals (as described by BLM at onsite)
encountered durmg drilhng, will be recorded by depth and adequately protected. All oil and
gas shows will be tested to determine commercial potential.

2. Pressure Control Equipg

The BOP and related equipment shall meet the minimum requirements of Onshore Oil and
Gas Order No. 2 for equipment and testing requirements, procedures, etc., for a 5M system
and individual components shall be operable as designed. Chart recorders shall be used for all
pressure tests

Test chaits, with mdindual test results identified, shall be maintained on location while
drillmg and shall be made available to a BLM representative upon request.

If an air compressoi is on location and is bemg utilized to provide air for the drilling medium
while drilling, the special drilling requirements m Onshore Oil and Gas Order No. 2,
regardmg .m or gas drdling shall be adhered to. If a mist system is bemg utilized then the
requirement foi a deduster shall be waived.

The Vernal District Olise shall he notified, at least 24 hours prior to initiating the pressure
tests. m order to ha\e a BLM representative on location during pressure
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3. Casing Program and Auxiliary Eauipment

Surface casing shall have centralizers on the bottom three joints, with a minimum of one
centralizer per joint.

If Measurement While Drilling (MWD) equipment is not being utilized while drilling from the
kick-off point to total depth, then directional surveys must be rim at a minimum of every
ninety (90) ft. from kick-off to total depth.

As a minimum, the usable water and oil shale resources shall be isolated and/or protected by
having a cement top for the production casing at least 200 ft. above the base of the usable
water zone, identified at ±2629 ft. If gilsonite is encountered while drilling, it shall be
isolated and/or protecteJ via the cementing program

The Vernal District Oftiee shall be notified at least 24 hours prior to the running and
cementing of all casmg suings, m order to have a BLM representativeon location while
running and cementing all casing strings.

4. Mud Prouram and Circulating Medium

Hazardous substances specifically listed by the EPA as a hazardous waste or demonstrating a
characteristic of a hazaldous waste will not be used in drilling, testing, or completion
operations

No chromate additives wdl be used in the mud system on Federal and Indian lands without
prior BLM approval to ensure adequate protection of fresh water aquifers.

5. Corine, Loueme and Testme Program

Daily drillmg and completion progress reports shall be submitted to this office on a weekly
basis.

All Drill Stem tests (DST) shall he accomphshed durmg daylight hours, unless specific
approval to stalt dunny ithei hours is obtained from the AO However, DSTs may be
allowed to conunue at mght if the test was mitiated during daylight hours and the rate of flow
is stabilized and if adequate lightmg is available (i.e., lighting which is adequate for visibility
and vapolproof for sate operations) Packers can be released, but tripping should not begin
before daylight unless puor approval is obtained from the AO.

A cement bond log (CBL) will be run from the production casing shoe to ± 2429 ft. and
shall be utilized to deteamme the bond quality for the production casing. Submit a neldcopy
of the CBL to this
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Whether the well is completed as a dry hole or as a producer, "Well Completion and
Recompletion Repor t and Log" (Form 3160-4) will be submitted not later than 30 days after
completion of the well or after completion of operations being performed, in accordance with
43 CFR 3164. Two copies of all logs, core descriptions, core analyses, well-test data,
geologic summaries, sample description, and all other surveys or data obtained and compífed
during the drdhng, workover. and/or completion operations, will be filed with Form 3160-4.
Samples (cuttings, fluids, and/or gases) will be submitted when requested by the AO.

6. Notifications of Operations

No location will be constructed or moved, no well will be plugged, and no drilling or
workover equipmem wll be removed from a well to be placed in a suspended status without
prior approval of the AO ff operations are to be suspended, prior approval of the AO will
be obtained and noufication given before resumption of operations.

The Vernal District Oftice shall be notified, during regular work hours (7:45 a.m.-4:30 p.m.,
Monday thlOUgh Fflday except boli....js), at least 24 hours g to spudding the well.

Operatoi shall repon production data to MMS pursuant to 30 CFR 216.5 using form
MMS/3160

lmmediate Report Spuls. blowouts. fires, leaks, accidents, or any other unusual occurrences
shall be promptly reported in accordance with the requirements of NTL-3A or its revision.

If a replacement rig is contemplated for completion operations, a "Sundry Notice" (Form
3160-5) to that effect will be filed, for prior approval of the AO, and all conditions of this
approved plan are applicable durmg all operations conducted with the replacement rig.

The date on which production is commenced or resumed will be construed for oil wells as the
date on which hquid b) '.ocarbons are first sold or shipped from a temporary storage facility,
such as a test tank. and for which a run ticket is required to be generated or, the date on
which liquid b)drocarbons are first produced into a permanent storage facility, whichever first
occurs; and, for gas wells as the date on which associated liquid hydrocarbons are first sold
or shipped from a tempoiary storage facility, such as a test tank, and for which a run ticket is
required to be genelated or, the date on which gas is first measured through permanent
metering facihties, whichevet first occurs

Should the well be successlully completed for production, the AO will be notified when the
well is placed in a prouusmg status Such notification will be sent by telegr,vn or other
watten commumeation nel latei than five (5) days following the date on wluch the well is
placed or. production

Gas produced from thb aell may not be vented or flared beyond an initial authorized test
period of 30 days or 50 MMCF following us completion, whichever occurs first, without the
prior written approval of the Authorized Officer. Should gas be vented or flared without
approval beyond the authorized test perlod, the operator may be directed to shut-in the well
until the gas can be captured or approval to continue ventmg or flaring as uneconomic is
granted and the operator shall be required to compensate the lessor for that portion of the gas
vented or flared without .ipprotal which is determmed to have been avoidably
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A schematic facilities diagram as required by 43 CFR 3162.7-2, 3162.7-3, and 3162.7-4 shall
be submitted to the appropriate District Office within thirty (30) days of installation or first
production, whichever occurs first. All site security regulations as specified in Onshore Oil &
Gas Ordei No. 3 shall be adhered to. All product linesentering and leavinghydrocarbon
storage tanks will be effectively sealed in accordance with 43 CFR 3162.7-4.

No well ab.mdonmem operauons will be commenced without the prior approval of the AO.
In the case of newly druled day holes or failures, and in emergency situations, oral approval
will be obtained from the AO A "Subsequent Report of Abandonment" Form 3160-5, will
be tiled with the AO wahin thirty (30) days following completion of the well for
abandonmem TIns report will Indicate where plugs were placed and the current status of
surface testolation. Final abandonment will not be approved until the sulface reclamation
work required by the approved APD or approved abandonment notice has been completed to
the satisfaction of the AO or his representative, or the appropriate Surface Managing Agency.

7. Other Infounation

All loading imes will be placed inside the berm surrounding the tank battery.

All off-lease stol age of f-h ase measurement, or commingling on-lease or off-lease will have
pnor written approval non the AO.

Gas meter runs for each well will be located withm 500 feet of the wellhead. The gas
flowline will be buried or anchor ed down from the wellhead to the meter and within 500 feet
downstream of the meter inn or any producuon facilities. Meter rims will be housed and/or
fenced.

The oil and gas measurement tae .es wdl be installed on the well location. The oil and gas
meters will be calibt ned m place prior to any deliveries Tests for meter accuracy will be
conducted monthly for du first three months on new meter mstallations and at least quarterly
therealter The AO w di he piovided wah a date and time for the initial meter calibration and
all future meter pros mg schedules A cop) of the meter calibration reports will be submitted
to the Velnal Distnet Ollice AII meter measurement facilities will conform with Onshore Oli
& Gas Order No 4 tot hquid hydrocarbons and Onshore Oil & ' s Order No. 5 for natural
gas measur emem.

The use of mateiials under BLM Jurisdieuon will conform to 43 CFR 3610.2-3,

There will be no devianon 'rom the proposed drilling and/or workover program without prior
approval liom the AO Sate didimg and operatmg practices must be observed. All wells,
whether didimg, produ-mg suspended, or abandoned will be identified in accordance with 43
CFR 3162

"Sundry Notice and Repott on Wels" (Form 3160-5) will be filed for approval for all
changes al plins and other operauons m accoidance with 43 CFR 3\62
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Section 102(b)(3) of the Federal Oil and Gas Royalty Management Act of 1982, as
implementedby die applicable provisionsof the operatingregulationsat Title 43 CFR 3162.4-
I(c), requires that "not later than the 5th businessday afterany wellbegins production on
which royalty is due anywhere on a leasesite or allocatedto a leasesite, or resumes
production in the case of a well which has been off production for more than 90 aays, the
operator shall notify the authorized officer by letter or sundry notice, Form 3160-5, or orally
to be followed by a leuer or sundry notice, of the date on which such production has begun or
resumed."

If you fd a comply with this requirement in the manner and time allowed, you shall be
liable tot a civil penalty of up to $10,000 per violation for each day such violation continues,
not to exceed a maximum of 20 days. See Section 109(c)(3) of the Federal Oil and Gas
Royalty Management Act of 1982 and the implementing regulations at Title 43 CFR 3162.4-
1(b)(5)(ii)

APD approval is valid foi a period of one (I) year from the signature date. An extension
period may be granted. If requested, prior to the expilation of the original approval period.

In the event after-houis approvals are necessary, please contact one of the following
individuals.

Gerald E. Kenezka (801) 781-1190
Petioleum Engineer

Ed Forsman (801) 789-7077
Petroleum Engineer

BLM FAX Machine (801)
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EPA'S LIST OF NONEXEMPT EXPLORATION AND PRODUCTION WASTES

While the followingwastes are nonexempt, they are not necessarily hazardous.

- Unused fracturing nuidsor acids

- Gas plant cooling tower cleaning wastes

- Painting wastes

- Oil and gas service company wastes, such as empty drums, drum rinsate, vacuum truck rinsato,
sandblast media, pamting wastes, spend solvents, spilled chemicals, and waste acids

- Vacuum truck and drum rinsate from trucks and drums, transporting or containing nonexempt waste

- Refinery wastes

- Liquid and solid wastes genelated by crude oil and tank bottom reclaimers

- Used equipment lubrication oils

Waste compressor on, filiers. -ad b'owdown

- Used hydraulic luids

- Waste solvents

- Waste in transportation pipeline-related pits

- Caustic or acid cleaners

- Boiler cleaning wastes

- Boiler refractory bricks

- Incinerator ash

- Laboratory wastes

- Sanitary wastes

- Pestierde wastes

- Radioactive tracer wastes

- Drums, msulanon and miscellaneous
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SURFACEUSE PROGRAM

Prior to upgrading,theroad shallbe clearedof any snowcoverandallowedto dry completely.
Traveling offthe 30 foot right-of-waywillnot be allowed. Road dralnagecrossingsshallbe of the typlcal
dry creek dralnage crossing type. Crossingsshallbe designedso they willnot cause siltationor
accumulationof debris In the drainage crossing nor shallthe dralnages be blocked by the roadbed.
Erosion of drainage ditches by runoff water shall be preventedby diverting water off at frequent Intervals
by means of cutouts. Upgradingshall not be allowed during muddy conditfons. Should mud holes
develop, they shallbe filled In and detours around them avoided.

The reservepit shallbe constructed so as not to leak, break, or allowdischarge.

The reserve pit Ilner willhave sufficlent bedding (ettherstrawor dirt) to cover any rocks. The Ilner will
overlap the pit walls and be covered with dlrt and/or rocks to hold it In place. No trash, scrap pfpe,
etc., that could puncture the liner willbe disposed of in the pit. More stringent protective requirements
maybe deemed necessary by the A.O."

Thereserve pit fencingwillbe on three sides during drillingoperationsand on the fourth side when the
rig moves off the location. Pits willbe fenced and malntaineduntil clean-up,

Immediately upon wellcompletion, the location and surrounding area willbe cleared of all unused
tublng,equipment,debris, materials,tmsh, and junknot required for production.

At such timeas the well is pluggedand abandoned,the operator shallsubmit a subsequent report of
abandonment and BLMwillattach the appropriate surface rehabilitation conditlons of approval.

Reclamation of unused disturbed areas on the well pad/access road no longer needed for oeprations,
such as cut slopes and fillareas willbe accomplished by grading, levellng, and seeding as
recommended by the Authorized Officer.

At the time of reclamation, the operator willuse a seed mix that Is site specific as determined by the
Authorized Officer.

AIIlease and/or unit operatlons willbe conducted In such a mannerthat fullcompliance Is made with all
applicablelaws, regulatlons,Onshore Oil and Gas Orders, the approved pian of operations,and any
applicableNotice to Lessees. The operator is fullyresponslble for the actIons of his subcontractors. A
copy of these condillons willbe fumished the fleid representative to Insure compliance.

A completecopy of the approved APD and ROWgrant, if applicable, shall be on location during
constructionof the location and drillingactivities.

The operator or his/her contractor shallcontact the BLMOffice at (801) 189-1362 forty-elght (48) hours
priorto constructionactivltles.

The BLMOfficeshallbe notifledupon site completionprior to moving on the drilling

SURFACEUSE PROGRAM

Prior to upgrading,theroad shallbe clearedof any snowcoverandallowedto dry completely.
Traveling offthe 30 foot right-of-waywillnot be allowed. Road dralnagecrossingsshallbe of the typlcal
dry creek dralnage crossing type. Crossingsshallbe designedso they willnot cause siltationor
accumulationof debris In the drainage crossing nor shallthe dralnages be blocked by the roadbed.
Erosion of drainage ditches by runoff water shall be preventedby diverting water off at frequent Intervals
by means of cutouts. Upgradingshall not be allowed during muddy conditfons. Should mud holes
develop, they shallbe filled In and detours around them avoided.

The reservepit shallbe constructed so as not to leak, break, or allowdischarge.

The reserve pit Ilner willhave sufficlent bedding (ettherstrawor dirt) to cover any rocks. The Ilner will
overlap the pit walls and be covered with dlrt and/or rocks to hold it In place. No trash, scrap pfpe,
etc., that could puncture the liner willbe disposed of in the pit. More stringent protective requirements
maybe deemed necessary by the A.O."

Thereserve pit fencingwillbe on three sides during drillingoperationsand on the fourth side when the
rig moves off the location. Pits willbe fenced and malntaineduntil clean-up,

Immediately upon wellcompletion, the location and surrounding area willbe cleared of all unused
tublng,equipment,debris, materials,tmsh, and junknot required for production.

At such timeas the well is pluggedand abandoned,the operator shallsubmit a subsequent report of
abandonment and BLMwillattach the appropriate surface rehabilitation conditlons of approval.

Reclamation of unused disturbed areas on the well pad/access road no longer needed for oeprations,
such as cut slopes and fillareas willbe accomplished by grading, levellng, and seeding as
recommended by the Authorized Officer.

At the time of reclamation, the operator willuse a seed mix that Is site specific as determined by the
Authorized Officer.

AIIlease and/or unit operatlons willbe conducted In such a mannerthat fullcompliance Is made with all
applicablelaws, regulatlons,Onshore Oil and Gas Orders, the approved pian of operations,and any
applicableNotice to Lessees. The operator is fullyresponslble for the actIons of his subcontractors. A
copy of these condillons willbe fumished the fleid representative to Insure compliance.

A completecopy of the approved APD and ROWgrant, if applicable, shall be on location during
constructionof the location and drillingactivities.

The operator or his/her contractor shallcontact the BLMOffice at (801) 189-1362 forty-elght (48) hours
priorto constructionactivltles.

The BLMOfficeshallbe notifledupon site completionprior to moving on the drilling



APR 13 '94 15.14 ZINKE & TRUMBO:(918)743-5159 P.1

shitiSOUI>tu NS
PO PDA FO2r" AT2""""'°"" Western

National
October 25, 1993 Bank

Bureau of Indian Affars
Ft Duchesne, Utah 84026

Dear Sirs

Per instructions of Zinke & Trumbo, Ltd , we are mailing today tlie attached Letter of Credit
#826700 This is to replace that letter of credit issued by Midlantic National Bank, Edison,
New Jersey, bearing Letter of Credit #702524

Should you have any questions, please contact me at 918-749-7000

S m

'Glenn A Elrod
Sernor V ce President

GAE/jm
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APR 13 '94 15 15 2INK TRUilBO:(918)743-5159 P.2>

OfT£OTLí776AOffÑ£Ð/T

IRREVOCABLE LETTER OF CREDIT frt·cer N, 1993CLËDMAR %AMk,A%DtuultF½ IMLI\G FINANLIALINS'ilitfilO%. NA41EANDADDRí3g at tisut of irrrut uramtlii

Zirke r, Trumbo, Ltd, Western Itatiork31 Fank 3267001202 B. 33rd St., Sta. 100 Ilost Offlo Eo% E02680
,,,oisr i, i,, as,it.11:a, OR 74105 Tolsa, OK 74170-2680

075,000.00

(,lAR3 3451E t'ri) \)>f)Rams ilnL¾i\C FI\\\Liti l\>"Till fif)\ \\\lk \NI) \DDill

Lacau c: Irdlan Mfurs
Cccuer 25,11994

Ft. Duchser, Utah 34015
filSiMANafh]HitultuhlÆÀMiaf

111]T

GENTL£‡IEN.

He bei ebv asue the Irrevocable la tier of Credu and aulhorne vou a, Benencian to draw on ourselves for the account of Customer for any
anna or NUGH H I LRecGing in (60 aggregdft Ihr ainount of thia credit as indicatea above

Draft, musi be acroinpamed by the followmg document,
e certify that the Bureau of Irxilan Affairs 14 eatibled to the altount of seventy-Five

Tnousarß tonats ($75,000.GO) because of the default ce part of Zinke & Trttit>o, Ltd.,lessee and/or operator oE certain oil and gas leases on the DuitAh and Ourgy IMianBeharvation in trachesne and Uinrah countrea; in that kne lessee has not satisfactorilyperforned or:e oc more of the terms of the lease agreemnt.

'Jhis letter of crodit shaLI provide for a thirty·•<\ay r:otice oy Matern National Bank
01 urang OXPiration. A new letter of credit shal l ce filed wi th the Bureau of Indian
Affalza, Utatan and Ouray Agercy prior to expiration of letter of credit.

Drafladr ma under this creda muu or marked that thes an drawn unda the EmannJ lasutuu<m'a Lener of Creda and ma<t show the Date
and \umbo f the Lener of (reda s

a hirebt a,ner to honor och drait down under and in corophano wah ihr urms of tha ers-da af duly presented (topelber wah the
docun enb sprufled) to u, on or ne fore the elow ci tu,men on th. Expiranon Date shown avove

l ni » otheit.a. . apread alated rus i reda e acoger to toe l soform f.ustorn, ard Praane for Docuanenlars Credna (1983 Rem on;
lait roanonal Chamber of ( ommero Drachure to 400 sod, where not mconaatta therennh io \rnekFoc of thr. t naform Commercial Lode
oathestainotiheprincipaloih<rottneb>uin:Finaconin,tatunon Luleamotherwasrespresslystatedaoove.onhorry.naldocument-ilbe
atuyted \n reproduenor, or a rou . copies mas ne sarei fund for crainal

n'$ ICUsL ßA?iK OF TUISA

Clenn A. B)Tod, Sernor Vice
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n y, supenntendent, U1ntah & Quray Agency

susurev. Concurrence Letter for Zinke & Trumbo
Ute Tribal 811-25, Section 25, T55, R5W, USB&M.
Ute Tribal 411-19, Section 19, T55, R4W, USB&M.

To:
Bureau of Land Managment, Vernal District Office
Attention: Mr. Ed Forsmen

We recommend approval of the Application for Perm1t to Drill on the subject well.

Based on available information received on November 05, 1993, we cleared the
proposed location in the following areas of environmental impact.

YES X NO Listed threatened or endangered specles
YES

x¯
NO Cr1ucal wildlife habitat

YES X NO Archaeological or cultural resources
YES NO Air quality aspects (to be used only

if project is 1n or adjacent to a Class I
area of attalnment.

YES NO Other (if necessary)

COMMENTS:

The Energy and Minerais Department 1s recommending the following criterla
to be adhered during all phases of construction activities during and after.

1. Landscape disturbance cannot be effectively mitigated at tlus time. However,
before the site is abandoned the company will be required to restore the wellpad,
access roads, and pipeline nghts-of-way to near their original state. The
distrubed area wül be re-seeded with des1rable perennial vegetanon and the seed
will be covered with a free organic mulch.

. Nox1ousweeds wül be controlled on all weü sites and nohts-of-ways. If
noxious weeds spread from the well mtes or nght-of-way onto adjoining land
the company will also be responsible for their control.

3. The Ute Tribe wül have the right to harvest fire wood from the location
prior to the approval of the APD.

4. Fine son over the reserve pit wül be useci to pad :he liner af the reserve pit.

*See attached Bureau of Indian Affairs, Memo däred Octcber la 1993 for
additional sepulations scopy;

Attachments
'

OFTIONALFOMM NO.19
NCV 1-80)

GSA FPMn t41 CFR) 101-11 6
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WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 02/18|94 API NO. ASSIGNED: 43-013-31438

WELL NAME: Z&T UTE TRI BA 11-19
OPERATOR: ZINKE & TRUMBO LTD (N7295)

PROPOSED LOCATION: INSPECT LOCATION BY: | |
SWNE 19 - TO5S - RO4W
SURFACE: 1859-FNL-2205-FEL TECH REVIEW Initials Date

1BOTTOM: f490-FNL-? 90-FWL
DUCHESNE COUNTY Engineering
BRUNDAGE CANYON FIELD (072)

Geology
LEASE TYPE: IND
LEASE NUMBER: 14-20-H62-3528 Surface

RECEIVED AND/OR REVIEWED: LOCATION AND SÏTING:

Plat R649-2-3. Unit:
Bond: Federalf State[] Fee[]

¯¯¯

(Numbery* f2( /OD ) R649-3-2. General.
Potash (Y/N)
Oil shale (Y/N) R649-3-3. Exception.
Water permit

(Number ) Drilling Unit.
/V_ RDCC Review (Y/N) Board Cause no:

(Date: ) Date:

COMMEN"

IPULATIONS (y
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Office (801) 789-0968 350 S. 800 E.
Cellular (801) 823-6152 Vomal. UT 84078

Apnl 26, 1994

State of Utah
Division of Oil, Gas and Mmmg
Attn Mike Ilenderson
355 West Noth Temple
3 Tnad Center, Suite 350
Salt Lake City. Ul 84180-1203

Re Request for spacmg exception
Well l l-194ßec 25; TSS, R5W

Dear Mike

Zmke & Trumbo Ltd would hke to supply the followmgmformation per your request

Zmke & Trumbo Ltd propose dollmg a directionalhole The well pad will use part of an
existmg pad The current well, the 7-19, is located 1924' FNL and 2023' FEL The new
well will be located at 1859' FNL and 2205' FEL

The operator has contracted with Wilsoñ Down Ifole Services to survey and control the
bottom hole location I have attached the latest information from Wilson Down Hole
Service The mformation gives the MD-Measured Depth, TVD-True Vertical Depth,
N/S-North/South Honzontal coordmates from true vertical hole, E/W-East/West
honzontal coordmate: from true vertical hole, FNL-Distance from the north section line,
FSL-Distance from the south section 1me, FEL-Distance from the east section Ime, FWL-
Distance from the west section line I have also meluded the distal.ce between the two
well
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State of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINl 40
355 Wesi Norih Tomp'o

Michael () 3 Toad Cantor suito350

Ted Stewart
Salt Lako City Ulah 54150 1203

Execulist Director 801 538 5320

Jamci. W (arter 801 359 3940 (rar)
Ihavuon Illector 501 538 5319 (IDD)

April 28, 1994

Zmke & Trumbo, Ltd
1202 East 33rd Street, Suite 100
Tulsa, Oklahoma 74105

Re Z & T Ute Tribal 11-19 Well, Surface Location 1859 FNL, 2205' FEL, SW NE,
Bottom Hole Location 1771' FSL, 1425' FWL, NE NW, Sec 19, TSS , R 4 W.,
Duchesne County, Utah

Gentlemen

Pursuant to Utah Admin R 649-3-3, Location and Sitmg of Wells and Utah
Admin R 649-3-4, Permittmg of Wells to be Drilled, Deepened or Plugged-Back,
approval to drill the referenced well is hereby granted

In addition, the followmg specific actions ar- necessary to fully comply with this
approval

1 In accordance with Utah Admm R 649-3-11, Directional Drilhug, submittal
of a complete angular deviation and directional survey report is required

2 Comphance with the requirements of Utah Admin R 649-1 et seq , the Oil
and Gas Conservation General Rules

3 Notification to the Division within 24 houis after drilhng operations
commence

4 Submittal of Entity Action Form, Form 6, withm five workmg days following
commencement of drilbug operations and whenever a change in operations
or mtelests necessitates an entity status change

5 Submittal of the Report of Water Encountered During Drdhng, Form 7

6 Prompt notification pilor to commencmg operations, if necessary, to plug
and abandon the well Notify Frank R Matthews, Petroleum Engineer,
(Office) (801)538-5340, (Home) (801)476-8613, or K Michael Hebertson,
Reclamation Speciahst, (llome)
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Zmke & Trumbo, Ltd
Z & T Ute Tribal 11-19 Well
April 28, 1994

7. Compliance with the requirements of Utah Admin R 649-3-20, Gas Flaring
or Venting, if the well is completed for production

This approval shall expire one year after date of issuance unless substantial and
continuous operation is underway oi a request foi an extension is made prior to the
approval expiration date The API number assigned to this well is 43-013-31438.

Smcerely,

Associate Duector

ldc
Enclosures
cc· Duchesne County Assessor

Bureau of Land Management, Vernal District Office
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United States Department of'the Interior
BL'REAL OF l.AND MANAGIO1ENT

AC Veinal Druict Oflice
\\ MI l'I \ RIHR 10

170 South 300 1.ul
Vei n.il. L't.sh 8 1078-2799 3162

UTOS438

Zinke & Trumbo, Ltd.

May 17, 1995

.

202 East 334rdStreet Suite 100
Olv. OF OtL, GAS & MINING

Re: Notification of Expiration
Well No. ll-19 g gf.1/ŸÎ
Section 19, T5S, R4W
Lease No. 14-20-H62-3528
Duchesne County, Utah

Gentlemen:

The Application for Permit to Drill the above-referenced well was approved on May 5, 1994. Since
that date, no known activity has transpired at the approved location. Applications for Permit to Drill
are effective for a period of one year. In view of the foregoing, this office is notifying you the
approval of the referenced application has expired. If you intend to drill at this location at a future
date, a new Application for Permit to Drill must be submitted.

This office requires a letter confirming that no surface disturbance has been made for this drin site.
Any surface disturbance associated with the approved location of this well is to be rehabilitated. A
schedule for this rehabilitation must be submitted to this office. Your cooperation in this matter is
appreciated.

Sincerely,

Margie Herrmann
Legal Instruments Examiner

ec: State Div.
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